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ADDENDUM # 002
IFB 9 — 060920B

September 26, 2006

To: Plans and Specifications Holders of List For:

Missouri Department of Transportation — #9— 060920B / D10 — Metal Siding, Various Locations.

Scope of Work

o,

for the above-referenced project.

Sincerely,

Sherry King

General Services - Facilities Management
573/522-5591
Sharon.King@modot.mo.gov

All other terms and conditions of IFB 9-060920B remain unchanged

END OF SECTION

K Please replace page number one (1) and two (2) of the drawings with the attached drawings

Our mission is to provide a world-class transportation experience that delights our customers and promotes a prosperous Missouri.



EXISTING ROOFING TO REMAIN.

ROOF DRIP EDGE TO REMAIN,

PREFINISHED 5" SEAMLESS ALUMINUM
GUTTER AND DOWNSPOUTS,

PREFINISHED ALUMINUM FASCIA OVER
EXISTING WOOD FASCIA.

CONTRACTOR TO REMOVE ALL THE
EXISTING SOFFIT MATERIAL AND
DISPOSE OF OFF-SITE.

NEW CONTINUOUS GALVANIZED
DRIP EDGE ALONG ROOF EDGE
AT ALL GABLE ENDS (TYPICAL)

~——— EXISTING ROOFING TO REMAN.

[=————— PREFINISHED ALUMINUM FASCIA
OVER EXISTING WOOD FASCIA -
TRIM. TUCK UNDER NEW ROOF
DRIP EDGE. CONFIGURATION MAY
VARY. VERIFY AT EACH SHE.

SeYa%eYe %%

[=—— 29 GA. PREFINISHED STEEL CORE
’ SIDING.

1-1/2" RIGID INSULATION. (TYP.)

REMOVE EXISTING OVERHEAD
DOOR WEATHER SEAL, PLACE
PREFINISHED STEEL SHEET
STOCK TO FINISHED FLOOR

" OR TO TOP OF THE PRECAST
CONCRETE JAMB. VERIFY,
SEE ELEVATIONS. PROVIDE
& SECURE NEW WHITE PVC
WEATHER SEAL ON ALL SIDES
OVER STEEL STOCK.

WRAP FACE OF OVERHEAD DOOR
JAMB WITH PREFINISHED STEEL
CLOSURE TRIM. CAULK ENTIRE
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2 x 4 TREATED WOOD FURRING
STRIPS TYPICAL @ CORNERS.
WPAP WITH 15 LB. FELT PAPER

REEEEELASL

PREFINISHED ALUMINUM VENTED PERMETER.. USE STANLESS' STEEL ANCHORS
SOFFIT. T0 ANCHOR TO EXISTING CMU.
h CLOSURE TRIM ATTACHED T0 2 x 4
A WOOD BATTEN,
1

/D GABLE END WALL /£ OVERHEAD DOOR JAMB

1 SCALE: 3/4" = 1'-0" W SCALE: 3/4™ = 1-0"

S

PREFINISHED STEEL WINDOW TRIM
BOXED AROUND WINDOW. DRIP EDGE
TRIM AT WINDOW AND DOOR HEAD.
CAULK ENTIRE PERIMETER. (TYPICAL)

BENT PREFINISHED STEEL CORE SIL.
DEPTH MAY VARY. L |\

WINDOW SILL CONFIGURATIONS VARY
SEE DETAL A-2.

2 x 4 WOOD FURRING TYPICALLY
é BOXED ARQUND ALL OPENINGS.

29 GA. PREFINISHED STEEL CORE
SIDING. § <

1-1/2" INSULATION BOARD GLUED
BETWEEN FURRING STRIPS. 2 x 4
HORZONTAL FURRING STRIPS € 36"

N / et s/ N\ S/

§ 0.C. MAXIMUM.
26 GA. PREFINISHED STEEL CORE 2 x 4 TREATED WOOD FURRING 1~1/2" INSULATION BOARD GLUED 29 GA. PREFINISHED STEEL CORE 1-1/2" INSULATION BOARD GLUED
2 x 4 TREATED WOOD BASE STRIP. CORNER TRIM. (TYPICAL) - STRIPS TYPICAL @ CORNERS. BETWEEN FURRING STRIPS. 2 x 4 SIDING. BETWEEN FURRING STRIPS. 2 x 4
WRAP WITH 15LB. FELT PAPER. USE WPAP WITH 15 LB. FELT PAPER HORIZONTAL FURRING STRIPS € 36" HORIZONTAL FURRING STRIPS € 36"
USE STAINLESS STEEL ANCHORS 0.C. MAXIMUM, 0.C. MAXIMUM,

TO ANCHOR TO EXISTING CMU.

N STAINLESS STEEL ANCHORS. (TYP.)
PREFINISHED STEEL CORE CLOSURE
TRIM. (FYPICAL)

METAL SIDING

/A WALL SECTION

w SCALE: 3/4" = 1'~0" 1

/B CORNER PLAN VIEW /0 WALL PLAN VIEW

SCALE: 3/4" = 1'-0" w SCALE: 3/4" = 1'-0"
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DRAWN BY: LARRY CARVER

MISSOURI DEPARTMENT NEW SIDING OF MAINTENANCE WE 91505

OF TRANSPORTATION

DMSION OF GENERAL SERVICES
FACILITIES MANAGEMENT

METAL SIDING DETAILS

BUILDINGS - VARIOUS SITES Sheet

DISTRICT #10, SOUTHEASTERN MISSOURI 1 or 2




EXISTING ROOFING TO REMAN.

ROCF DRIP EDGE TO REMAIN.

r—— PREFINISHED 5" SEAMLESS ALUMINUM
GUTTER AND DOWNSPOUTS.

PREFINISHED ALUMINUM FASCIA OVER
EXISTING WOOD FASCIA.

; CONTRACTOR TO REMOVE ALL THE
EXISTING SOFFIT MATERIAL AND
DISPOSE OF OFF-SITE.
PREFINISHED ALUMINUM VENTED
SOFFIT.
CLOSURE TRIM ATTACHED T0 2 x 4

WOOD BATTEN. ‘

—

RN

- PREFINISHED STEEL WINDOW TRIM

. BOXED AROUND WINDOW. DRIP EDGE
TRIM AT WINDOW AND DOOR HEAD.
CAULK ENTIRE PERIMETER. (TYPICAL)

H'ﬂl BENT PREFINISHED STEEL CORE SILL.
OVER 1x BLOCKING ATTACHED WITH

/ TAPCONS. CONFIGURATIONS MAY VARY.

WINDOW SILL CONFIGURATIONS MAY
VARY PER SITE. FIELD VERIFY.

>< 2 x 4 WOOD FURRING TYPICALLY
1 BOXED AROUND ALL OPENINGS.

29 GA. PREFINISHED STEEL CORE
SIDING.

1-1/2" INSULATION BOARD GLUED
BETWEEN FURRING STRIPS. 2 x 4

HORZONTAL FURRING STRIPS @ 36"
0.C. MAXIMUM.

%55

2 x 4 TREATED WOOD BASE STRIP.
WRAP WITH 15LB. FELT PAPER. USE
STAINLESS STEEL ANCHORS. (TYP.)

PREFINISHED STEEL CORE CLOSURE
TRIM. (TYPICAL)

METAL SIDING
/A WALL SECTION

\%/» SCALE: 3/4" = 10"

|

ALK AAA A
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/B WALL SECTION

w SCALE: 3/4" = 1'-0"

GENERAL NOTES

CONTRACTOR TO PROVIDE SUFFICIENT BLOCKING AS DETERMINED
BY MODOT FIELD REPRESENTATIVE FOR LIGHTING FIXTURES,
CONDUITS, METERS, SATELLITE DISHES, ETC. THESE FIXTURES
WILL BE REMOVED BY THE CONTRACTOR AND REATTACHED BY
THE CONTRACTOR.

SIDING COLOR AS SELECTED FROM MANUFACTURER'S STANDARD COLOR
COLOR CHART BY THE MODOT FIELD REPRESENTATIVE.

ALL DEBRIS TO BE REMOVED OFF~SITE.

WHEN INSTALUING THE NEW METAL EXTERIOR WINDOW SILLS AND
JAMB TRIM, THE CONTRACTOR IS TO REMOVE ALL OLD CAULK,
INSTALL TRIM AND RECAULK. COLOR TO MATCH TRIM COLOR.

PROVIDE FASCIA TRIM AS REQUIRED AT ALL MAN DOOR PORCHES.

NEW DOWNSPQUT MINIMUM SIZE TO MATCH EXISTING SIZE REMOVED.
PROVIDE ADAPTERS WHERE REQUIRED INTO EXISTING STORM SEWER.

PROVIDE CONTINUOUS DRIP EDGE AT ALL DOOR AND WINDOW
HEADS AND ABOVE HVAC UNITS AND EXHAUST FANS,

CONTRACTOR RESPONSIBLE TO REPAR LAWN AREA WITH TOPSOIL,
SEED AND STRAW IF DAMAGED DURING CONSTRUCTION.

CONTRACTOR TO REMOVE ALL THE
EXISTING SOFFIT MATERIAL AND
DISPOSE OF OFF-SITE.

PREFINISHED ALUMINUM VENTED
SOFFIT.

CLOSURE TRIM ATTACHED TO 2 x 4
WOOD BATTEN.

29 GA. PREFINISHED STEEL CORE
SIDING.

1-1/2" INSULATION BOARD GLUED
BETWEEN FURRING STRIPS. 2 x 4

HORZONTAL FURRING STRIPS @ 36
0.C. MAXIMUM.

DETAILS & GENERAL NOTES

MISSOURI DEPARTMENT
OF TRANSPORTATION

DIVISION OF GENERAL SERVICES
FACILITIES MANAGEMENT

NEW SIDING OF MAINTENANCE
BUILDINGS — VARIOUS SITES
DISTRICT #10, SOUTHEASTERN MISSOURI

DRAWN BY: LARRY CARVER

DATE:  9-15-05
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